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OWS- BaTiSi3O9    Barium Titanium Silicate 

Bentonite
PRODUCT DESCRIPTION:-
Bentonite is a highly absorbent clay-like substance that helps to lift impacted waste matter which has accumulated on the walls of the gastrointestinal tract. It is usually used in colon cleansing programs and with enema therapy. It should be used under the direction of a health care practitionerfrom other sources, leads to increased invasion of the producing formation.
Bentonite Drilling Fluids       A clay mineral that is composed principally of three-layer clays, such as montmorillonite, and widely used as a mud additive for viscosity and filtration control. Commercial bentonite ores vary widely in amount and quality of the swelling clay, sodium montmorillonite. Ores of lower quality, those with more calcium-type montmorillonite, are treated during grinding by adding one or more of the following: sodium carbonate, long-chain synthetic polymers, carboxymethylcellulose (CMC), starch or polyphosphates. These help make the final product meet quality specifications. Unfortunately, the additives may not remain effective in "the real mud world" when in use at the rig due to hardness ions in the water, high temperature, bacterial attack, mechanical shear-degradation and other factors that can render these additives ineffective. 

	
PRODUCT SPECIFICATION
Property Description

Property Value/Quality

Point

16 M3/t Min

Water Loss

15% Max

Moisture

15% Max

Wet Screen

200 mesh 2.5% Max

Hardness: 

6.0 – 6.5

Specific gravity:

3.6

Dry screen

100 mesh 98% Min

* other details as well as MSDS available on request.
DISTRIBUTION
Oil & Water Supplies Limited

64 Angus Oval

Glasgow , G52 3HG

United Kingdom

Tele:+44 141 427 6416

Mob:+44 7789 958420

Fax: +44 141 427 7454

Email: sales@owsupplies.biz

	CERTIFICATION / APPROVAL

ISO 9001 : 2000 Approved
DOSING
As required
HANDLING / SAFETY
The handling of any chemical requires care. Anyone responsible for using or handling BaTiSi3O9  should familiarize themselves with the full safety precautions outlined in our Material Safety Data Sheet. 

PACKAGING

Available in 25 kg,1,000 and 1,500 Kg Jumbo bags
STORAGE
Store in a dry, cool well ventilated area
.


See Website @ www.owsupplies.biz for full range of Clay & Wetting agents
                                                  .

